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ZeroCon Collet - Internal Coolant (Inch)
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SCL SCL = Shank Clamping Length, Required To Achieve Sealing Effect.

Collet Size Order No. d D L1 L2 SCL
1/4 ZCCOIC 0306 1 1/8 12 6 24 24
ZCCOIC 0309 1 1/8 16 8 26 28
3/8 ZCCOIC 04091 3/16 16 8 26 28
ZCCOIC 0609 1 1/4 18 8 38 36
ZCCOIC 03121 1/8 18 8 30 28
12 ZCCOIC 0412 1 3/16 18 8 33 30
ZCCOIC 06121 1/4 18 8 38 36
ZCCOIC 07121 5/16 18 8 38 36
ZCCOIC 04151 3/16 22 8 35 36
e ZCCOIC 0615 1 1/4 22 8 40 36
ZCCOIC 07151 5/16 22 8 40 36
ZCCOIC 0915 I 3/8 22 8 40 40
34 ZCCOIC 09191 3/8 28 10 48 40
ZCCOIC 12191 1/2 28 10 48 45
ZCCOIC 12251 1/2 32 10 55 45
. ZCCOIC 1425 1 9/16 32 10 55 48
ZCCOIC 15251 5/8 32 12 53 50
ZCCOIC 1925 1 3/4 32 12 53 50
11/4 ZCCOIC 25311 1 42 14 61 60

NOTE: 1.ZeroCon collet for high precision and finishing cut purpose only. 4. Other dimensions will be provided upon request. Please state “Collet Size” & “d”.
2. Apply thumb-forefinger pressure to tighten adjustment screws. 5. Metric models also available.
3. Flat surfaces required on cutting tool shank for heavy cut. 6. All specifications are subject to change without prior notice.
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ZeroCon can be used on a variety of precision machineries and works with all hydraulic / collet chucking system!

ZeroCon Collet - External Coolant (Inch)

L1 L2 Flat on Shank (Cutting Tool)
Collet Size
e — 4
A O ( S | scL - 5
SCL = Shank Clamping Length
SCL Achieve Sealing Effect, Use Together With A Sealed Collet
Collet Size Order No. d D L1 L2 SCL
1/4 ZCCOEC 03061 1/8 12 6 24 24
ZCCOEC 03091 1/8 16 8 26 28
3/8 ZCCOEC 04091 3/16 16 8 26 28
ZCCOEC 06091 1/4 18 8 38 36
ZCCOEC 03121 1/8 18 8 30 28
ZCCOEC 04121 3/16 18 8 33 30
1/2 ZCCOEC 06121 1/4 18 8 38 36
ZCCOEC 07121 5/16 18 8 38 36
ZCCOEC 04151 3/16 22 8 35 36
ZCCOEC 06151 1/4 22 8 40 36
5/8 ZCCOEC 07151 5/16 22 8 40 36
ZCCOEC 09151 3/8 22 8 40 40
3/4 ZCCOEC 09191 3/8 28 10 48 40
ZCCOEC 12191 1/2 28 10 48 45
ZCCOEC 12251 1/2 32 10 55 45
. ZCCOEC 14251 9/16 32 10 55 48
ZCCOEC 15251 5/8 32 12 53 50
ZCCOEC 19251 3/4 32 12 53 50
11/4 ZCCOEC 25311 1 42 14 61 60

NOTE: 1.ZeroCon collet for high precision and finishing cut purpose only. 4. Other dimensions will be provided upon request. Please state “Collet Size” & “d”.
2. Apply thumb-forefinger pressure to tighten adjustment screws. 5. Metric models also available.
3. Flat surfaces required on cutting tool shank for heavy cut. 6. All specifications are subject to change without prior notice.
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